w_

25X1A

h M
i

- ad

Approved For Release 2001/8%706 - C|A-RDP86-008GQBOOO100150023-7
REPLY REQUESTED | " 1 OCT 1973
SPEED LETTER LETTER NoO.
2{5)(1/\ YES X: NO
ﬁh FROM:  OL/RECD/FEB 25X1A
ATTN:

25X1
AJBJECT: Modifications to Platform Mounted Substation at _ desion for

1. ZEnclosures (1) through (3) are forwarded herewith for your use in contracting
for the completion of subject modifications. The primary service has been modified
20 that all high voltage lines are located on the eastern side of the substation.

The secondary bus supplied from the existing 225 KVA transformers has been lowered
and located similarly to the existing secondary bus supplied from the existing 112.5
KVA transformers. It is felt that this service arrangement is much more satisfactory
than the existing, and reduces the hazardous. condition now exposed to station elec-~
tricians. As requested, the existing overhead secondary service supplying the build-
inz identified as Jil:as been changed to an underground service to alleviate the :
“rowstion din this area and allow personnel within [l to conduct their experiments 25T<1A

iil: Lemporary antennas with a higher degree of safety. Furthermore, the existing
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SPEED LETTER
{continued)

roof.

posee are returnad herewith as anclosure (4).

Project Officer
Field Engineering Branch, RECD/OL

Enclosures: _
1. Final drawing entitled "Modifications to Platform Mounted Substation,

25x1A6a NS (Oticinal)

2. Specifications
3. Government Estimate

4, ftation photographs @puntity 4)
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incoming overhead 12.47 KV feeder to this substation has been relocated to preclude
the hagardous condition now created due to its proximity to the}}} NG 25X 1/

2. The photographe of this area provided by your parsonnel for reference pur-

25X1A9%9a
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